MATERIAL SAFETY DATA SHEET

: NPCA 1-:
™ Pl - - : / P
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(Approvedby U S. Department of Labor "Essentially Similar” to Form OSHA-20)
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DATE OF PREP. l s

"

Section|

Fsvm(umcwaen's NAME

8TREET ADDRESS

26300

PRODUCTCLASS (aerosol) Paint

i Sprayon Products,‘ Inc.
cnv.smré.momﬁooa ‘B'éd‘foi-d Hts., Ohio 44146

- Red '.Enam'el

EMERGENCY TELEPHONENO. . 216/292-7400

Fargo Avenue

e
bR R
“MANUFACTURERS CODE |

oenTiFication No, 1110

IR LU

TRADE NAME . Lab N, 18301 8/23/74 '
! ' | -Section Il - HAZARDOUS INGREDIENTS
INGREDIENT ' : PERCENT ’ W LEL - pRERSIL
PPM mg/M?
{ VM&P Naphtha o 10 500 0.9
‘Methylene Chloride L4 .. 20 500 none
Toluol : U 200 | . 100 1.2
i+ Butyl Alcohol ' " ; . ‘less tha.nH -5 106 1.4
| Propellant-50/50 blend 25
P Propane 1000 2.3
v Isobutane 1000 1.8
. \.-«‘ l
' Aergsol - Content.s Under Pressure ) 40 + 5 psig !

Section Il — PHYSICAL DATA

BOILING RANGE

' EVAPORATION RATE FASTER
xpropellants

Propellant below 0°F.,

" VAPOR DENSITY HEAVIER [ ] LIGHTER, THAN AR

WEIGHT PER
GALLON

PERCENT VOLATILE
BY VOLUME

S8LOWER, THAN ETHER

n.a.

_Section IV — FIRE AND EXPLOSION HAZARD DATA

Flammable
No label

DOT CATEGORY
EXTINGUISHING MEDIA

»
UNUSUAL FIRE AND EXPLOSION HAZARDS

¢

AL FIRE FIGHTING PROCEDURES
\H_d’- :

o ’._Carbon dioxide, dry chemical or foam

LEL See

Cbmpressed Gas
: Section II

. --FLASHPOINT propellant b.elow OOF;
required T.O.C.

Keep at room temperature as
ther heat may ‘cause bursting.

Do not spray near open flame.
exposure to direct sunlight or o

Water may be ineffective -

Water may be used to keep fire
- exposed corntainers cool, C

BOE-C6-0203479



Section V — HEALTH HAZARD DATA

HRESHOLD LIMIT VALUE
EFFECTS OF OVEREXPOSURE

EMERGENCY AND FIRST AID PRO

See Section II Hazardous Ingredients

Possible dizziness or nausea

Cad e

cEoURES 'Remove to fresh air - call physician. :
g ‘va sorayed in eye, flush thoroughly with water - ca,ll physxcxa.n

“Section VI — REACTIVITY DATA : '

svasiLity [ ] unsTABLE

"HAZARDOUS POLYMERIZATION
CONDITIONS TOAVOID

EZ] STABLE : conpiTions Toavoio Do not store above 120°F.

INCOMPATABILITY (Materiais to avoid)
HAZARDOUS DECOMPOSITION PRODUCTS - | By open flame~ Carbon Monoxide, Carbon Dloxxde

Hydrogen Chloride

"[Jmavoccur [ ] WiLLNOTOCCUR
. i 'R g . . )

" Segtion Vil — SPILL OR LEAK PROCEDURES ..

WASTE DISPOSAL METHOD

BTEPS TO BE TAKEN IN CASE MATERIAL!SRELEASEDOR sPiLied | Remove -all sources of ignition, ventilate,

Avoxd breathmg vapors and remove with inert absorbent

~ Do not incinerate - stpose in accordance with Federal‘,
~ State and local regulations regarding pollution.

an—
-
o

Section Vill — SPECIAL PROTECTION INFORMATION

RESPIRATORY PROTECTION

EYE PROTECTION

. Avoid breathing of vapor or spray mist

K

VENTILATION . Provide local exhaust ventilation in volume and patté'rn to keep
: : - TLV of most hazardous 1ngred1ents in Section II below '
acceptable limit, and LEL in Section IV below stated tht
PROTECTIVE GLOVES ' -« ‘

OTHER PROTECTIVE EQUIPMENT, ;

‘Section IX — SPECIAL PRECAUTIONS I

PRECAUTIONS TO BE TAKEN IN H

OTHER PRECAUTIONS

W,

ANDLINGANDSTORING D)o not store above 120°F. Keep.at room temperature
as exposure to direct sunlight or other heat may cause bursting.

Do not puncture or incinerate. Do not spray near fire or open flame.
Keep away from chxldren. :

BOE-C6-0203480




